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DUCT HOSE (A TYPE)
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Size
(inch)

3/8
1/2
5/8
3/4

1
1-1/4
1-1/2
1 3/4

ID x OD
(mm.)

9x15
12x18
15x22
19x26
25x33
32x41
38x48
45x56

แรงดันใชงาน

(Bar)
9
8
8
5
5
4
4
4

แรงดันระเบิด

Bar
50
35
35
30
21
20
17
16

Length
(m)

100
100
100
50
50
40
40
40

Weight
(kg/roll)

17
23
32
21
27
31
39
55

Size
(inch)

2
2-1/2

3
3-1/2

4
5
6
8

ID x OD
(mm.)

50x62
63x80
75x92

90x108
100x118
127x143
152x168
200x220

แรงดันใชงาน

(Bar)
3
2
2
2
2
2
2
2

แรงดันระเบิด

Bar
14
14
13
13
13
9
9
9

Length
(m)

40
20
20
20
20
20
20
20

Weight
(kg/roll)

60
54
62
88
96

103
122
201

Designation
(mm)

50
65
75

100
125
150
200
250
300

ID

50
65
75

100
125
150
200
250
300

OD

62
72
82

107
132
157
211
261
311

Weight

470
560
640
850

1070
1280
2130
2660
3190

Radius of Curvature
(mm)

120
140
165
220
321
375
510
680
800

Packing Unit
(mm)

10
10
10
10
10
10
10
4
4
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Material Polypropylene. (NON-PVC)

Features • For civil, Construction, Architecture.
• For ducting spot airconditioner.
• For ventilation of air.
• For dust impinger.
• For delivery of powder, dust.
• For electricity canalization line.

Temperature Can be use at 80°C.

Properties NON-PVC product, It can be used at oil smoke area, Length 
could be adjustable about 1.5 times from standard length, It 
is easy for cut connection from changing of duct diameter, It 
can be used at 80°C air, Continuous usage is allowed below 
80°C

Material PVC / ลวดสปริง

Features • ใชกับงาน ดูด สงลม น้ำ น้ำมัน แกส สารเคมีในงานอุตสาหกรรมและเกษตรกรรม
  ทุกประเภท
• ติดตั้งกับเครื่องจักรเปนทอดูดอเนกประสงคสำหรับอุปกรณในโรงงาน
• ประยุกตใชแทนทอยางไดอยางมีประสิทธิภาพสำหรับงานดูดทุกประเภท
• มีโครงลวดปองกันการทรุดตัวยุบตัวและแตกหัก ขณะใชงาน
• ใชในอุตสาหกรรมอาหารได

Temperature -5°C ~ 60°C

Colours Transparent

Properties • ทนตอความกดดันสูง รองรับแรงดัน และแรงดูดไดดีเยี่ยม 
  จึงเหมาะสำหรับงานดูดทุกประเภท
• ทอมีความโปรงใสสะดวกแกการควบคุมการไหลผานของเหลว
• ทนทานตอสารเคมี (ยกเวนสารทำละลาย)
• ยืดหยุนโคงงอไดดี ทนตอการยุบตัว และแตกหัก
• ผลิตจาก PVC คุณภาพ ไมมีปญหาการแยกตัวระหวางเนื้อพีวีซีและขดลวด
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